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6MB SERIES
275W-300W

60 CELL

275W-300W

18.3%
One of the industry’s most trusted modules
· Field proven performance
· Infinity NewEnergy's financial  solidity consistently confirmed by banks
     and investors

Highly reliable due to stringent quality control
· Over 30 in-house tests(UV,HF,and many more)
· In-house testing goes well beyond certification requirements

Certified to withstand challenging environmental
conditions
· 2400 Pa wind load
· 5400 Pa snow load

Ideal for large scale installations
· Hight power footprint reduces installation time & BOS costs

MONOCRYSTALLINE MODULE

MONOCRYSTALLINE SOLAR MODULE
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Monocrystalline 156.75x 156.75mm

60 cells (6 x 10)

1640x 992 x 35 mm

18.2 kg

High Transparency, Anti-Reflective, A R Coated and Heat Tempered
Solar Glass -3.2mm

White

Silver Anodized Aluminium Alloy ( Black Available)

IP 67 rated

TL-CABLE01

Photovoltaic Technology cable 4.0 mm2. 1000mm(Customized Available)

44℃（±2℃）

-0.39%/℃

-0.29%/℃

0.05%/℃

20A

-40 to +85℃

1000V DC (IEC)

HTTP://www.inesolar.com

E-mail:sale@inesolar.com

Tel:0086-510-83570006

Fax:0086-510-83570006
Infinity NewEnergy -Make Things Better!
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DIMENSIONS OF PV MODULE INE-6MB

I-V CURVES OF PV MODULE(300W)
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P-V CURVES OF PV MODULE(300W)




